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All crops, all sizes,  
all combinations 
 
“A treat for your seed” 

 

Westrup has earned a reputation as one of the leading manufacturers of relia-
ble and high quality machinery for seed conditioning and grain cleaning. We 
also deliver complete plant installations to customers in the seed and grain 
processing industries all over the world. 

Westrup was founded in 1958 and has since our beginning specialised in the 
design and manufacture of high-quality machinery and equipment for specific 
customer needs. This has involved many types of customers processing a 
large variety of different crops. 

Our Manufacturing programme includes equipment of different techno-
logical levels ranging from manually operated machines to fully automated. All 
machines are easy for the operator to adjust and control the separation. We 
also build turnkey facilities with capacities up to 500 t/h for industrial cleaning.  

Our Customisation policy and close relationship with customers give us 
the ability to design and build equipment and facilities matching their goals. 
We always strive to improve existing equipment and processes, meeting or 
exceeding the requirements of our customers. In our fully equipped laboratory, 
we offer both staff training and tests of crops in order to choose the correct 
equipment for a specific crop.  

Our Project services range from pre-engineering to full project responsibility 
integrating all partners under our project management. 

Our After sales services comprise a wide range of customised solutions, 
from preventive maintenance and guidance to regular service check-ups    
assuring continuous and trouble-free operation. 

 

By choosing Westrup as your preferred partner, your idea is on its way to be-
coming a reality – from pre-engineering to final commissioning and daily non-
stop operation. 
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Machines 
 
“From small scale laboratory machines  
 to 500 t/h industrial cleaning” 
 
 

We are proud to say we offer more sizes and types of seed and grain 
equipment than any other supplier and that the Westrup modular cleaner 
series is a unique concept for seed conditioning flexibility. 

Westrup is a full-line supplier within seed conditioning and seed handling 
equipment - from manually operated machines to fully automated instal-
lations.  

Our equipment can handle all crops - from the tiniest most expensive 
garden seed to very large peas and beans; it is only a question of choos-
ing the right equipment for the crops you will be conditioning (or clean-
ing). 

Our in-house Westrup specialists will be happy to assist you. 

When choosing Westrup equipment you are always guaranteed high 
performance without compromising on the final quality of the crop. 

To comply with the constantly changing market requirements, we adapt 
our equipment and processes incorporating the latest technological fea-
tures with specific focus on: 

Increasing your profitability 

Securing the reliability of our equipment 

Developing custom designed solutions 

Incorporating industrial high-quality components 
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Laboratory 
De-awner 

LA-P                                                                                       

 

 

The LA-P de-awner for 
laboratory use is designed for 
continuous flow (or batch) pre-
treatment of various grain 
types; the purpose of the 
deawning operation is to  
remove awns from barley  
kernels, loose husks from 
wheat, and to clip oat kernels 
 
The de-awner can be used 
where heavy de-awning is  
required but also for products 
where only a light de-awning is 
needed as the degree of de-
awning depends on the length of 
time the material stays in the de-
awner housing. 

First and foremost, the agitating 
scouring action of the LA-P takes 
place when the kernels rub 
against each other being influ-
enced by the rotating movements 
of the shaft. Secondly, this is 
achieved when the kernels touch 
the beaters. 
 
In standard construction, the LA-P 
machines are delivered with the 
following features. 
 
The machine is fitted with inlet 
hopper and housing with adjusta-
ble inclination from 0° to a bigger 
inclination. 
 
The housing has a rotor with steel 
beaters and spring loaded outlet 
valve with scale for regulation of 
the de-awning degree. 

The machine is complete with 
speed drive and motor with fre-
quency converter. 
 
The machine has a collecting bin 
and is mounted on a convenient 
worktable. 
 
The machine is of steel 
construction. 
 
OPTIONS: 

Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 5 



 

 
Laboratory 
Brushing machine  

LA-H                                                                           

 

 

The LA-H brushing machine for 
laboratory use is designed for 
batch and continuous flow 
polishing, hulling or scarifying 
of small volumes of seed or 
grain samples prior to cleaning 
and grading 
 
The LA-H can be used for loosen-
ing and removal of beards, husks, 
straw etc. before cleaning. It can 
also divide dried spices, split  
double grains, and be used for 
polishing work. 
 
In standard construction, the LA-H 
machines are delivered with the 
following features. 

The machine is fitted with feeding 
tray, aspiration tube, and integrat-
ed dust suction unit. 
 
The machine is complete with 
motors . 
 
The machine has collecting bins 
for both outlets and is mounted on 
a convenient worktable. 
 
The machine is of steel 
construction. 

OPTIONS: 
Inlet hopper with vibratory 

   feeder 
Outlet pipe connection for 

   transport of material to box on 
   the floor 

Front outlet pipe connection 
Motor with frequency converter 
for main shaft drive 
Auto-transformer for 110 V, 

   60 Hz 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 6 



 

 
Laboratory 
Screen cleaner 

LA-S                                                                                       
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The LA-S screen cleaner is a 
cleaner for laboratory use as 
well as for small scale produc-
tion in research stations, 
institutes etc. 
 
The LA-S can be used for batch 
and continuous flow separation 
and is very well suited for prepara-
tion of all seed types such as veg-
etable seed, grain, oil seed, grass 
seed, clover seed etc. as well as 
for flower seed and spices. 
 
In standard construction, the LA-S 
machines are delivered with the 
following features. 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The screen system consists of 
one sieveboat with one short 
scalping screen 275x275 mm and 
two long grading/sand screens 
275x540 mm, which gives a total 
screen area of 0.37 m2. 
 
The long screens are rubber ball 
cleaned.  
 
The machine is complete with 
speed drive with frequency 
converter. 

The machine has collecting bins 
for waste and prime product and 
is mounted on a convenient work-
table. 
 
The machine is of steel 
construction with sieveboat of 
laminated wood. 
 
OPTIONS: 

Three long grading screens – 
0.45 m2 
Extension for inlet hopper 
Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 7 



 

 
Laboratory 
Air/screen cleaner                

LA-LS                

 

The LA-LS air/screen cleaner is 
a precision and fine cleaner for 
laboratory use as well as for 
small scale production in 
research stations, institutes etc. 
 
The LA-LS can be used for batch 
and continuous flow separation 
and is very well suited for prepara-
tion of all seed types such as veg-
etable seed, grain, oil seed, grass 
seed, clover seed etc. as well as 
for flower seed and spices. 
 
In standard construction, the LA-
LS machines are delivered with 
the following features. 
 
The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The aspiration system is with pre-
aspiration and final aspiration as 
well as air recirculation system 
with built-in fan and dust suction 
unit. 

The eccentric shaft is fitted with 
tachometer with digital readout of 
the rpm. 

The screen system consists of one 
sieveboat with one short scalping 
screen 275x275 mm and 2 long 
grading/sand screens 275x540 
mm, which gives a total screen  
area of 0.37 m2.  

The long screens are rubber ball 
cleaned.  

The machine is complete with 
speed drive with frequency convert-
er and digital readout.  

The machine has collecting bins for 
waste and prime product and is 
mounted on a convenient work-
table.  

The machine is of steel construc-
tion with sieveboats of laminated 
wood. 

OPTIONS: 

Fan with motor with frequency 
converter 
Aspiration chamber with screw 
conveyor / rotary valve 
Air velocity meter 
Three long grading screens - 
0.45 m2 
Outlet pipe connections for 
transport of material to box on 
the floor 
Extension for inlet hopper 
De-awner LA-P built onto the 
inlet 
Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

For more information please  

contact Westrup. 
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Laboratory 
Air/screen cleaner                

LA-LSU                

 

The LA-LSU air/screen cleaner 
is a precision and fine cleaner 
for laboratory use as well as for 
small scale production in 
research stations, institutes etc. 
 
The LA-LSU can be used for batch 
and continuous flow separation 
and is very well suited for prepara-
tion of all seed types such as veg-
etable seed, grain, oil seed, grass 
seed, clover seed etc. as well as 
for flower seed and spices. 
 
In standard construction, the LA-
LSU machines are delivered with 
the following features. 
 
 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The aspiration system is with pre-
aspiration and final aspiration as 
well as air recirculation system 
with built-in fan and dust suction 
unit. 
 
The eccentric shaft is fitted with 
tachometer with digital readout of 
the rpm. 
 
The screen system consists of two 
sieveboats with two screen layers 
in the upper boat and three screen 
layers in the lower boat; the screen 
system is universal and has a 
screen area of 0.74 m2.  

 

The machine is complete with 
speed drive with frequency convert-
er and digital readout.  

The machine has collecting bins for 
waste and prime product and is 
mounted on a convenient work-
table.  

The machine is of steel construc-
tion with sieveboats of laminated 
wood. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 
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Laboratory 
Air/screen cleaner with indented cylinder 

LA-LST                                                                                      
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The LA-LST is a precision/fine 
cleaner/grader for laboratory 
use as well as for small scale 
production in research stations, 
institutes etc. 
 
The LA-LST can be used for batch 
and continuous flow separation 
and is very well suited for prepara-
tion of all seed types such as veg-
etable seed, grain, oil seed, grass 
seed, clover seed etc. as well as 
for flower seed and spices. 
 
In standard construction, the LA-
LST machines are delivered with 
the following features. 
 
The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The aspiration system is with pre-
aspiration and final aspiration as 
well as air recirculation system 
with built-in fan and dust suction 
unit. 

The eccentric shaft is fitted with 
tachometer with digital readout of 
the rpm. 
 
The screen system consists of 
one sieveboat with one short 
scalping screen 275x275 mm and 
two long grading/sand screens 
275x540 mm, which gives a total 
screen area of 0.37 m2. 
 
The long screens are rubber ball 
cleaned.  
 
Finally, the machine is fitted with 
indented cylinder. 
 
Both units can be operated 
separately; the indented cylinder 
must then be furnished with inlet 
hopper and vibratory unit. 
 
The machine is complete with 
speed drive with frequency 
converter and digital readout. 

The machine has collecting bins 
for waste and prime product and 
is mounted on a convenient work-
table. 
 
The machine is of steel 
construction with sieveboats of 
laminated wood. 
 
OPTIONS: 

Fan motor with frequency con-
verter 
Aspiration chamber with screw 
conveyor / rotary valve 
Loose vibratory feed hopper for 
cylinder section (when used 
separately) 
De-awner LA-P built onto the 
inlet 
Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 

Shown with de-awner 
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Laboratory 
Indented cylinder                

LA-T                  

The LA-T indented cylinder for 
laboratory use is designed for 
continuous flow (or batch) 
separation where kernels with 
different lengths but otherwise 
similar dimensions can be 
separated from each other 
 
Short kernels are separated from 
long ones, broken kernels from 
whole ones, and also round seeds 
from oblong ones. 
 
In standard construction, the LA-T 
machines are delivered with the 
following features. 
 
 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
Further with speed regulation of 
the cylinder. 
 
The mantle is exchangeable. 
 
The machine is complete with 
speed drive and motors. 
 
The machine has collecting bins 
and is mounted on a convenient 
worktable. 
 
The machine is of steel  
construction. 

OPTIONS: 
Drive motor with frequency con-
verter 
Outlet pipe connections for 
transport of material to box on 
the floor  
Extension for inlet hopper 
Auto-transformer for 110 V, 60 
Hz 
Two cylinders built together in 
construction 1 over 1 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 
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Laboratory 
Gravity separator 

LA-K                                                                                       

The LA-K gravity separator for 
laboratory use is designed for 
batch and continuous flow 
separation of small volumes of 
seed or grain, which have 
already been separated with 
regard to width, length, and 
thickness 
 
The gravity separator exploits the 
smallest differences in the specific 
weight of the product and it is 
therefore possible to separate 
heavy kernels with high 
germination ability from light and 
less valuable kernels. 
 
The gravity separator can also be 
used in laboratories for recycling 
or in chemical factories. 
 
In standard construction, the LA-K 
machines are delivered with the 
following features. 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The eccentric shaft is fitted with 
tachometer with digital readout of 
the rpm. 
 
The oscillating exchangeable 
grading deck has a surface of 
1570 cm2. 
 
The LA-K has adjustable stroke 
length, speed, air volume, and 
deck inclination. 
 
The machine is complete with 
speed drive and motors. 
 
The machine has collecting bins 
for 5 fractions and is mounted on 
a convenient worktable. 

The machine is of steel 
construction with the grading deck 
of laminated wood. 
 
OPTIONS: 

Aspiration hood above the deck 
Extension for inlet hopper 
Fan motor with frequency con-
verter 
Reduced deck, 1/3 size, for very 
small lots of material 
Outlet pipe connections for 
transport of material to box on 
the floor 
Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 12 

 

 



 

 
Laboratory 
Destoner 

LA-KS 

 

The LA-KS destoner for 
laboratory use is designed to 
perform a grading in two 
fractions according to specific 
weight. It can also be used in 
research institutes and 
laboratories but it is also 
suitable for small production 
plants 
 
Furthermore, the LA-KS can be 
incorporated in a production line 
after a gravity separator for treat-
ment of the heavy fraction being 
discharged from this machine. The 
destoner will separate the stones 
from the heaviest fraction coming 
from the gravity separator. 

In standard construction, the LA-
KS machines are delivered with 
the following features. 
 
The machine is fitted with inlet 
hopper, adjustable stroke length, 
speed, air volume, and inclination 
lengthwise. 
 
The exchangeable grading deck 
has a surface of 0.17 m2. 
 
The machine is complete with 
speed drive and motorsconverter. 
 
The machine has two collecting 
bins and is mounted on a 
convenient worktable. 

The machine is of steel 
construction with the grading deck 
of laminated wood. 
 
OPTIONS: 

Fan motor with frequency con-
verter 
Auto-transformer for 110 V, 60 
Hz 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 
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Laboratory 
Precision sizer 

LA-VBS 

The LA-VBS precision sizer for 
laboratory use is designed for 
grain samples where the 
kernels are to be graded 
according to thickness 
 
In standard construction, the 
LA-VBS machines are delivered 
with the following features. 

The machine is fitted with vibrato-
ry feeder with start/stop and 
potentiometer. 
 
The screen section has one 
screen layer consisting of two 
grading screens each 280x530 
mm with ball cleaning. 
 
The screen system is with quick-
change device. 

With variable spring inclination 
incl. tool for measuring the angle. 
 
Further with two outlet chutes and 
end outlet. 
 
The machine is complete with 
speed drive and motor with built-in 
frequency converter incl. start/stop 
and potentiometer. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 14 



 

 
Laboratory 
Belt grader 

LA-BG                                                                                      

 

 

The LA-BG belt grader for 
laboratory use is designed for 
separation of rough surface 
seeds from smooth surface 
seeds, e.g. vegetable seeds 
such as beet seeds and flower 
seeds such as primula and 
begonia seeds 
 
In standard construction, the LA-
BG machines are delivered with 
the following features. 
 
The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 

The PVC-belt is 600 mm wide with 
adjustable inclination via electrical 
actuator and with digital display. 
 
The machine is complete with 
adjustable belt drive from 10-30 
rpm and counter for rpm as well 
as gear motor with frequency con-
trol. 
 
The machine is of steel 
construction. 
 
 
For more information please  
contact Westrup A/S. 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 
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Laboratory 
Spiral separator 

HT-1                                                                                      

 

 

The HT-1 spiral separator is 
used to separate round seeds 
from flat seeds by means of 
gravity 
 
In standard construction, the HT-1 
machines are delivered with the 
following features. 
 
The cabinet is with one spiral with 
eight flights, which are with differ-
ent angles. 

The machine has vibratory feeder 
with start/stop and potentiometer. 
 
Further with inlet, adjustable de-
flectors, and adjustable slide gate 
at the bottom. 
 
The unit has two outlets - one for 
prime product and one for waste. 
 
The machine is of steel construc-
tion. 
 

OPTIONS: 
Nylon brake fingers 
Self-indexing/alignment system 
for fingers 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 16 



 

 
Laboratory 
Aspirator 

LA-DUAL                                                                                      

 

 

The LA-DUAL laboratory 
aspirator is designed for 
separation of mixtures in two or 
three fractions according to the 
product's aerodynamic 
characteristics in an air stream 
 
It is very well suited for laboratory 
use as well as for small scale 
production. 
 
The aspirator can be delivered in 
two different configurations for 
batch or for continuous flow 
operation. 
 
In standard construction, the 
LADUAL machines are delivered 
with 
the following features. 

The machine is fitted with inlet 
hopper and vibratory feeder with 
start/stop and potentiometer. 
 
The double aspiration chamber 
has manually operated distribution 
valve. 
 
The machine is complete with 
integral fan, air filter, and dust 
container. 
 
Triac control for airflow regulation 
is also included. 
 
In construction for batch opera-
tion, the machine has closing 
valve below the aspiration 
chambers and manually operated 
air valve and false air valve. 

In construction for continuous flow 
operation, the machine has larger 
inlet hopper and two rotary valves 
in both aspiration chambers  
instead of closing valve. 
 
The machine has collecting bins 
for light and heavy fractions and is 
mounted on a convenient 
worktable. 
 
The machine is of steel 
construction with a big plexiglass 
window on one side. 
 
OPTIONS: 

Servo motor with potentiometer 
for regulation valves 
Heavy duty fan 
Autotransformer and switch for 
110 V, 60 Hz 

 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 17 



 

 
Laboratory 
Blower 

LA-MAXI BLOWER                                                                                 

 

 

The LA-MAXI BLOWER 
for laboratory use is a testing 
machine used for the 
classification of a sample 
according to the aerodynamic 
behaviour (floating speed) of 
the particles in an air stream 
 
The sample is placed in a sample 
tray with fine mesh in the bottom. 
 
Air is blown through the mesh and 
continues up through the vertical 
separation pipe. 

The sample is then divided into 
two fractions – one in the settling 
chamber and one in the sample 
tray (pure seed collection). 
 
In standard construction, the LA- 
Maxi Blower is delivered with the 
following features. 
 
The machine is fitted with a fan 
with motor. 
 
The sample tray is with fine mesh 
in the bottom. 

The transparent vertical 
separation pipe is Ø 100 mm. 
 
The pressure chamber has a built-
in fan and infinitely variable air 
regulation. 
 
The machine has a start/stop 
button. 
 
The machine is complete with 
infinitely variable speed drive and 
motor. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information please  

contact Westrup. 18 



 

 



 

 

HEAD OFFICE 

Westrup A/S 
Soroevej 21 
DK-4200 Slagelse 
Denmark 
Phone:          +45 58 52 25 64 
Fax:          +45 58 52 52 51 
E-mail:          info@westrup.com 

SUBSIDIARY OFFICES 

Westrup China     Westrup India 
E-mail: china@westrup.com   E-mail: fwl@fowlerwestrup.com 
Phone: +86 21 64 66 91 29   Phone: +91 81 52 28 25 00 
 

Westrup France    Westrup Pacific 
E-mail: france@westrup.com   Email: australia@westrup.com 
Phone: +33 241 660 819   Phone +61 28 84 45 430 
 

Westrup Germany    Westrup USA 
E-mail: germany@westrup.com   Email: us@westrup.com 
Phone: +49 171 189 73 40   Phone:  +1 972 881 8557 


